
Polishing Pad Storage & Handling: 

• Lay flat and store at room temperature (~50°F to 80°F) 

• Relative Humidity at ~35% to 60% 

• Keep away from solvents and solvent fumes 

• Store in Class 100 (or better) room 

 

 
SPARTAN POLISHING PAD DIVISION 

 

Series 5200 
Technical Data Sheet 

 
DESCRIPTION: Fibrous non-woven material with excellent surface wear 

resistance, high liquid absorbing ability and good resistance to 
shear mechanical stresses. Appearance with micro voids for 
improved slurry distribution. A highly durable, cross functional pad. 

 
FOR USE ON:  Silicon Carbide, sapphire, silicon / semiconductor materials 
 
DUROMETER:  C Scale 60 +/- 5 points 
 
COMPRESSION: 4% (1/2 lb. force displacement) 
 
DENSITY:  0.36 g/cm3 
 
THICKNESS:  .050” / 1.27mm 
 
SURFACE:  Plain, XY groove, Spiral groove, Perforated 
 
DIAMETER:  Up To 60” Sheets or Pads 
 
BACKINGS: Easy apply/remove PSA is standard. High temperature PSA and 

magnetic backing are available upon request. 
 
 

 
SPARTAN FELT COMPANY 

151 FELT DR. 
ROEBUCK, SC 29376 
www.spartanfelt.com 

Email: jwelty@spartanfelt.com 




